[

~ Approved For Release 2009/04/10 - CIA-RDP81-00120R00010001 0006-0 . = -

Q.‘?":z 7, 1959 c S. JONES ETAL 2,910,579
‘ . _ SIGRALLING SYSTEM ’ ’
Filed July 10, 1958 : . - -2 Sheets——Sbest 1
. - e -
N .
o
- !
&
z o : -
‘_ - p | N
g 5181 8 8
o« . = y N = ___-' 4
N &l
| ] - ] [-%
g 8 h I el A
5,0 o 17T &2
- . 4 ZQ
- 4
58 L] ‘ g
g § )
. R - =4
o s p
- = : o
E - : © o
ﬁd E . : N [— >
58 @ -5 _5. 8
\ 2]y
| I VN -
o) ” w
= & wh &
A T L=y &
[y =9 N - , &
g o . T
< |22 R )
- J
L . o
W,
8z
AN 2‘9 [} j@]
w S @
od > \.\
m
24 &
z N I 51 I
@ u:g -
ol B Y w O -
o P
- mé
L3 EE >
‘He
s51
8‘ =z
— * ™ :
RN
-4 ' ;
2L oy CLARENCE'S.JONES
zg Bl T 6ERARD CLRRIE
23 lNVENTOR
&&bez_g L»ALM“
ORNEY

e e - - -

. Approved For Release 2009/04/10 : CIA-RDP81-00120R000100010006-0

P



‘Approved For Release 2009/04/10 : CIA-RDP81-00120R000100010006-0 -

- _Oct- 27,‘ 1959 | ¢ s. JONES ETAL ) o 2,91_0;579 o
: ~ ©+ . SIGNALLING SYSTEM
: e

Filed July 10, 1958 ' 2 Sheets-Sheot 2 -

R

&
ﬂ—..._
o

i

POWER

FI1G.3

RELATIVE:

"ooq

I
f.‘ f‘ ;4

‘e-'—-—'ﬁ : [
- u-.
CLARENCE $. JONES
GERARD CURRIE
INVENTOR

oo bk

. Approved For Release 2009/04/10 : CIA-RDP81-00120R000100010006-0 . = = - — -



yora

Approved For Release 2009/04/10 CIA-RDP81- 00120R000100010006 0

Umtea States Patent Office

2,910,579

2,910,579
SIGNALLING SYSIEM

C[arence S. Iones, Los Altos, and Gemrd Cm'rie,
© Suuta Clara, Calif,

Application July 10, 1958, Serial No. 747,669
20 Claims, (Cl 250-—-2)

'

This invention relates to electrical signalling systems,
and more particularly to apparatus for identifying the
location of a first object with respect to one or more of
a plurality of second objects. The invention may be
utilized for a variety of Jdifferent purposes, a nu.mbcr of
which will be mentioned below.

In the transportation and materials handling fields
in general, and particularly in the efficient operation of

- @ railroad, it often becomes desirable to know informa-

tion such as where each train is at any time, or with what
velocity the train is moving, or where individual rail-
road cars are located, Sometimes it is of great advantage
te deterimine the location of goods or materials carried
on railroad vehicles, trucks Or conveyers.

A considerable saving may often be effected if a centr?.!
agency Is apprised, at all times, of selected portions of
the above information, since the railroad and trucking
businesses ‘involve long distances covering a large terri-

2

" apply radio frequency energy to a transmit coil carried
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tory, vsually without communication equipment readily

avajlable. For example, scheduling of trains may be con-
siderably simplified by remiotely observing the density of
traffic at crowded switching points. Information regard-
ing. the locetion and identhy of available railroad ve-
hxcles stored on sidings is immensely useful in determin-

inz tbe type and amouat of freight space available at any
of the lcading centers. Information on the instantaneous
location of particular poods, such as raw materials or
cattle shipped across country op separate trains or trucks
may belp the recipient to make necessary arrangements

-for unloading, storing or the like,

Y.eferring now more specifically to the railroad busi-

" ness, it has hereiofore been suggested that radio links

be established between each engine or each train and a
central agency in order that the operators be able to
inform the central agency of their location. While such
gystems have been quite useful, their effectiveness hus
been limited by the fact that each train operator must be
relied upon always to furnish accurate information with
regaxd to the location of his train. Addiﬁonally, the
location of selected special purpose equipment, such as
refrigerator cars or heavy-duty freig ¢ht cars, may require
further radio links situated praximate to such loading
or storage centers and be operated by railroad yard per-
sonnel, since the train operator usually does not have
the means or responsibility to ascertain or keep track of
the identity of the individual cars on his train,

The need for an automatic signalling system for fur-
nishiag accurate information with regard to train or truck

location or goods identification to a central agency has.

long been recognized, and various systems havs been pro-
posed. As far as is known. none have bzen very suc-
cessful, cxcept the systern disclosed in application Serial
Number 715,599 filed February 18, 1958, by Clarence
S. Jones for “Signa!ling Syster,” whicH application was
assigned to the same assignee as the present iaventica.
The specific system disclossd in detail in the Jones
application may be said to comprise an intérrogator-

responder systcm, uuhzu'g anp m!crrogator appmms to
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‘on a movable device, such as a railroad vehicle. In the
Jones " application, successive bursts of radio frequency
energy are transmitted or different frequencies, which are
cyclically repeated. As the vehicle carrying the transmit
coil moves sufficiently close to any one .of a plurality
of passive .response blocks distributed along the right-of-
way. certain of the radio frequency bursts operate reson-
ant circuits within the response block to furnish power to
operate a sinall responder oscillator, which transmits a
return signal on a further radio frequency. By selective
use of different tuned circuits in different response blocks
the responder oscillator will provide a series pulse code
signal for reception by a receiver associated with the in-
terrogator and used to identify each response block. As
well as using the interrogator on a vehicle to determine
vehicle position with respect to a plurality of fixed loca-
tions, the Jomes system contemplates locating the inter~
rogator at a fixed locztion to identify objects passing by
which are provided with suitable passive response blocks
and which pass within the signal field of the interrogator.

The basic system disclosed in the Jones application
offers an extreme advantage over prior systems in that
it uses purely passive automatic response block units with-
out being inaccurate or unreliable, so that numerous re-
mote statiops or lacations may be provided with re-
sponse means without attendant provision of electric bat-
terics or wired power sources. While passive response
units have heretofore been provided elsewhere, all of
these, of which we are aware, required precise physical
alignment and were adversely affected by various environ-
mental factors.

While the invention of application Serial Number
715,899 admirably accomplishes its purposes, and while
it is ideally suited for = wide variety of applications, cer-
tain applications benefit from modification of the Jones
system. For example, the specific interrogator disclosed
in detail in the Jones system transmits a series of radio
frequency signal bursts, each of a different frequency,
with a burst of radio frequency energy of & further fre-
auercy interposed between each code sigoal for auto-
mztic gain control purposes.- - If a large number of differ-
ently coded response blocks are to be used, 5o that the
system may employ a relatively large number of binary
digits, a large number of different interrogator frequcn-
cies mu.ct be transmitted.  This requirement may be trou-
blesome when the system is applied to the identification of
very rapidly moving ebjects or to the identification of the
location of an object which moves rapidly wi:h yespect
to a plurality of fixed locations.

In order to aliow the use of economical cxrcuxt.ry and
stil] preserve system reliability, the time leagth of each
radio frequency signal burst must be maintained at or
above a minimum value. In the case of rapidly moving
bodies, the interrogalor tramsmit coil and response pick-
up ceoil may remnaip sufficiently close to a response block
to interrogate the bicck enly during a short period of
time, so thal an insufficient number of interrogator fre-
quencies can be trapsmitted if each frequency is alloted
its required duration. The present invention is in spme
respects on improvement over the Jones invention in that
it overcomes the deseribed limitation by inierrogating a
plurality of digits simuitaneously.

In certain other applications sigualiing systeuns of this
nature may be used to transmit data relating o the posi-
tion of a :novable oktject w-th respect to successive fixed
locations. Scmetintes it is desirable to be able to de-
termine the rate 2t which an obtject is moving by noting
the rate at which it pastes by a number of ﬁxed stations.
If a precise velocity Selermination is (o be made at &
given instait, rather then a mere average velocity determi-
n'*nun, it may bc und -'s:ood that' vehrlc lcvation must
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- be noted at different locations which are very close to

¢ach ether, If responders are located very close to cach
other, and if vehicle speeds become great enongh, it is
soinctimes absolutely necessary that 21l identification or
code digils be determmined simultaneonsly,

It is thetefore one object of my invention to provide
an improved signalling system for automatically identi-
fying, locating or numbering a plurality of objects.

Tt is another object of my invention to provide an
improved signalling systemn of the type in which a plural-
ity of digits are interrogated simultaneously.

It is still another object of my invention to provide
an improved signalling system for interrogating a plural-

ity of digits simultancously wutilizing a simplified -

interrogator.
Itis a f}lrthe{ object of my invention to provide an
improved signalling sysiem wherein a simplified interro-

10

135

gator unit interrogates a response block with a burst of -

¢lectromagnetic energy of a single frequency and wherein
the response block responds thereto with bursts of electro-
magncetic energy of a selected plurality of diffcrent fre-

20

quencies corresponding to identification digits in which ..

the signal provided by the response block is capable of
vniquely identifying one of a large number of response
blocks. '

It is a further object of this invention to provide an

improved signalling system wherein the high power inter-
ragator signal is of a single frequency and the low power
xesponder signals comy se 8 plurality of different fre-
quengies to minimize interference effects.
. It is a further object of my invention to provide an
improved signalling system for interrogating a plurality
of digits simultaneously wherein the interrogator trans-
mit coils aad the responder pick-up coils may be sbarply
tuned so as o ailow greater sensitivity and accuracy.

It:_ is a still further object of my invention to provide
an inproved signalling system which is relizble in oper-
gtion, simple in design and economical in construction.

Other objects of the invention will in part be obvious
and will in pari appear hereinafter.

In. accordance with- one embodiment of the invention,
an interrcgator umit, also called the interrogator, is
mounted upon a moving vehicle whose locztion is to be
dc,termén‘:d at fixed igtervals. The interrogator has a
transmitter channel which originates and radiates a radio
frequency interrogator signa! of a single frequency. A
gumber of response blocks, also referred to as responders,
may be located at various intervais along a rujlroad track
or- roadbed over which the vehicle passes. Inm case of
railroad tracks, the preferred position of each responder
is the top or inside of a selected track tie,

The location of aud the distance between individual

"response blocks is largely a matter of choice and depends.

where 2nd tow often the location of the vehicle is
desired. Az will be explained below, the number of re-
sponse blocks which may be utilized throughout a whole
railroad network are limited, ut least to some extent, oy
the number of digits with which the signalling system is
provided. .

As stated above, the respective position of ths inter-
rogator and responders may be exchauged so that the in-
terrogator unit is fixed and each of the moving vehicles
carries a response block. Such an arrangement is pre-
ferred when goods are moved by conveyer or the like
over or past the interrogator, or when freight cars are
Q. be classified upon entering or Jeaving a switchyard.

When the interrogator is located near or directly above
a response block, the pick-up coil of the responder receives.
the interrcgator signal and rectifies the same to provide
a rcsqonsg-actllating signal therefrom. .Tle response-
actuating sigoal is utilized to power a selected plurality of
responder oscillaters which simultancously provide a plu-
:’f_lhty of selected rudio frequeucy responder signals of
different frequencies which identify a particularrespauder.
The. presence or-absence of a narticnlar resnoader sirnal

25

30

ki

40

60

55

60

85

70

2R

. P « »”

4 S NN

- ' .0 a010879 - T T T e T RERE

provides a convenient binary code for identifying ze- ¢ :

sponders uniguely. Each oscillater ¢osresponds to a digit
and since a particuiar respondsr i5 provided with a se-
lected number of oscillators of predetermined frequencies,
the interrogator sigznal, after rectification, interrogates ail
the digits simultaneously. -The respouse-actunting signal
is the sole power required (o operate toe response oscil-
lalor, so0 that no baiteries or wired power sources are
necessary. _

The selected plurality of responder signals radiated by
the respruse cscillators ‘are coupled electromagnetically
to and are amplified by az interrogator receiver channel,
which may be physically locaicd with the interrogator
transmitter channel. In som. applications, it may be con-
sidered advantageous fo utilize a particular responder sig-
ral to provice a control voltage for automatic gain control
of the transmitter c¢hannel. The signal received and
amplified by the reccive channel is actually a composite
response signal and may be applied to a radic frequency-
giscriminator device which has a separate output channel

for each frequency included in the selected plurality of

responder signals comprising the composite response sig-
nal. Each discriminator output channel is selectively re-
sponsive to a predetermined one of the different responder
signals. The compesite responder signal, being a mixture-
of selected responder signals, is thereby unscrambled or
separated into individeal responder signals to provide &
signal indicative of the presence or absence of a responder
signal. This signal may be suitably rectified to provide
an output voltage on each channel associated with a se-
lected responder signal. The presence or abseace of an .
output voltage on a channel may be uiilized to set the
stages of a code register as either a “one” or a “zero™ for
praviding 2 binary number which determines uniquely the
particular respense bleck being interrogated. )
The digital code set into the code register may be truns-
mitted to a central agescy by any of the many well knovin
data link systems. Since the ceatral sgency in a railroad
ignalling system of the kind herc described usually de-
sires information from a large number of railrcad trains, .
and since it might be uneconomical to provide separate -
data link rzceivers for each interiogator, it aften will be .
convenient to add an identification register to the code reg- R
ister. An identificaiion register may be nrovided with each

. interrogator, so that siznals which identis y the interrogator

are sent to the central agency to specify which interrogator
is “reporting™ to the central agency. The addition of such
an identification resister increases the number of bits
which must be transmitted by tae data link system by the
rember of bits necessary to identify a particular inter-
rogator unit. 'The additional register, bowever, does pot |
complicate the interrogator itself since it is not a part of -
the interrogator and oply comes into operation in connec-
tion with a data link system.

No clectromagnetic interference problem is encoun-
tered in the transmistion of high power electromagnetic
radiation from the imterrogator to the responder since
the interrogator signil is of a single frequency. From
this point of view, the present invention presznts zn addi-
tional improvement osver the Jones system: in that all
interference problems are transferred from the high
power level of interregation to the low power level of re-
sponding. : .

For 2z fuller understanding of the nature and objects
of the invention refertnce should be had to the following
detailed description taken in connsction with the accom-
panying drawings, in which: )

Fig. 1 is a scheuatic electrical block diagram illus-
trating one embodimzny of the signalling system of this
inveauidn as it might be used in coonection with a
railroad data transmission system;

Fig. 2a is-an elccwical schematic diagrzm of an em-
bodiment of a coded passive responder which may -be
utilized with the signalling system of this inveation;

Fio. 2b is a binarv code diapram of the responder em- -
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bodiments of Fig. 24 and is inclided to aid in the ex-
planation of the coding technique utilized in the respond-

. ers:and

Fig. 3 is a graphical illustraton useful in understand-

:'ing the operation of the automatic gain control featvre

of this invention. . . :
The novel features which are believed to be character-
istic of the icvention, both as to its organization and
method of operation, together with further cbjects and
advaniages thercof, will be better understocd from the
following descriplior considzred in connection with the

10

accompanying drawings in which a preferred embodiment

of the invention is illustrated by way of example. It is
to be expressly understood, however, that the drawings
are for the purpose of illustration and description only
and are oot intended as a definition of the limits of my
invention. s

Referring now to the drawings, znd particularly to
Fig. 1 thereof, there is shown an erabodiment of a sig-
nalling system in accordance with this invenijon. The
signalling system essentially comprises an interrogator
200 for providing and radiating an interrogator ‘signal
in the form of an electromagnétic wave of a single fre-
quency and for receiving and decoding an electromag-
netc wave in the form of a selected plurality of re-
sponder signals, and a responder 162 for develeping and
radiating the selected plurality of responder signals upon
receipt of the intetrogator sigpal. As will be described
hereinafter in more detail, interrogator 100 is capable
of relative moticn with respect to resporder 102 and
unless within a selected minimum’ distance therefrom,
aay not electromagnetically couple sufficiently closely
with responder 102 to actoate or to receive the selected
plurality of responder signals.

The portion of interrogator 100 which provides and
radiates the Interrogator signal is also referred to as the
interrogator transmitter means, and may include a con-

ventional radio frequency oscillator means fuch as:

16

25

ae

a5

signal source 104 having a sinusoidal ocutput voltage of

& predetermined amplitude and frequency. The output
of signal source 104 is referred to as the interrogator
signal and is of a single frequency. The interrogator
signal may be applied to a variable gain device 106

‘Which may include automatic gain control means respon-

sive to an automatic pain con:rol difference voliage ap-
pearing on the conductor 108, Dévice 186 may be uti-
lized to controf the amplitude of the interrogator signal

- in accordance with the automatic gain control difference

voltage. The purpose of picoviding automatic gain con-
trol for the signalling system and the method of develop-
irg the automatic gain control difference voltage will be
explained below in connection with -Fig. 3. Variable
gain device 106 may take any of many forms well-known
to those skilled in the art, and which are sometimes
referred to as variatle gain attenuators or variable gain
amp..fiers. o
The output sipnal of variable gain device 106, desig-
nated as the amplitude controlled interrogutor signal,
mzy be suitably amplified, if desired, by an amplifying
means such as a conventional power amplifier 110 ‘1o
Increase the power level of the interrogator signal suffi-
ciently to cavse a 1adiator such as tremsmit coil 112 to
radiate the interrogator signa! as an electromagactic wave
of desired strength. Transmit coil 112 is excited by the

- Interrogator signal and may comprise, for example, a

paralle! tuned inductancccapacitance petwork Tesonant
at the intsrrogator signal frequency. Since transmit coil
112 radiates but a siagle frequency, it is advantageous,
from a power transfer point of view, to utilize a sharply
tuped coil. It is of course clear to those skilled in the
arl that the position of variable gain device 106 nzed
not b: intermediate between sigual source 104 and zm-
piifier 116 but may be inserted instead between amplificr
310 and coit 112, The advantage of the relative position
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of device 105 2= shown in ¥ig. 1 is that control of Iow
power signals may be more convenient. - -
The conmbination of signal source 104, variable gain

device 106 which is controlled by the voltage appearing

on lead 108, amplifying meaps 110, and transmit coil
11Z provides an interrogator transmitter means including
automatic gain control means responsive to an aulomatic
gain control difierence voltage for geperating and trans-
mitting an amplitude conirolled electromagnetic inter-
rogator signal of a single frequency.

A responder pick-up means such as pick-up coil 120
may provide tiae teceiver element of responder 102 for
recciving the clectromagnetic interrogator signal when
electromagnetically coupled to transmit coil 112. Pick-
up coil 120 may comprise a tuned circuit resonant at the
interrogater signal frequency radiated by transmit coil
112 und may be sharply tuned to effect an efficient trans-
fer of power. As is well known to those skiiled in the
art, a tuned circuit such-as pick-up coil 120 tebaves like
a receiving antenna and may provid: a pick-up means for
receiving the electromagnetic interrogator signal. .

The signal induced ioto pick-up coil 120 may be im-
pressed on a rectifying means such as conventional recti-
fier 122 which includes a filter to convert the induced
alternating current interrogator signal to a direct current
vohiage to be referred o as the response-actuating volt-
age. As will.become clearer hereinafter, the résponse-
actuating voltage is the sole power furnished to the
response-actuating portion of the responder 102. }

The response-actuating voltage is utilized to power -an
oscillator means whick may include a plurelity of re-
sponder signal oscillziors, only four of which ave shown
and respectively desigaated by reference choracter 124,
126, 128 and 130. Each responder signal oscillator de-
velops simultaneously a responder sigual of a different
frequency in response to the response-actuting voltage
respectively designated fage, f1, f2o and f5. As will be-
come more evident from the description below, the actual
number of responder sigual osciliators required for a
signalling system deperds on the desired number of dif-
ferent responders to be interrogated. As will be de-
scribed in detail in connection with Fig. Da, responder
oscillators 126, 128 and 139 are digit or coae oscillators
and provide = sclected plurality of code responder signals
which identify a parteular responder uriquely. If the
maximum number of different code oscillators utilized by
a signalling system is designated by the letter p, a differ-

‘ent selected plurality varying in number from 1 to p

of these code oscillators are incicded in each responder.
Responder signal oscillator 124, aiso refeired to as the
automatic gain coutrel oscillator, does not ordinarily
participate in the ideatification process but rather pro-
vidcs a responder signal utilized for automatic gain coms
trol purposes.

Each responder sigeal may be impressed upon an ag-

sociated responder tramsmit means such as transinit coils
respectively designated by the reference characte™s 132,
134, 136 and 138. Transmit coils 132, 134, 136 and
138 each comptise a suitable radiztion element for radiat-
ing one of the responder signals as electromagnetic radia-
tion towards the recciver chanoel of interrogator 190, - A
more detailed description of responder 102 is offered
in coancction with Fig. 2, wherein the responder transmit
coils comprise respeciively the tank circuits of the as-
sociated responder sigral oscillators.
. In this manner, respender signal oscillators 124, 126,
128 and 130 with their respective associated transmit
coils provide an oscilator means r.sporcive to the re-
<ponse-actuating voltage and cperuie to develop and
radisic a sclected plerality of rusponder signals of dif-
ferent frequerncies simultaneously.

The poviion of irkriogator 168 which receives and
dacedes the responder signals may be izrmed the inter-
rogator recciver maud and includes a-pick-up mesnns
such as pick-up coil 153. Pick-up coil 150 provides the

".." Approved For Release 2009/04/10 : CIA-RDP81-00120R000100010006-0
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receiver element for recciving the electromagnetic sigaal
from rusponder 102 when electromagnetically coupled
to transmit coils 132, 134, 136 and 133 and may com-
prisc a tuned circuit rclanvely broadly tuned to receive
any and ali of the responder signals. The term pick-up
means is iztended to include on2 or more tuned circuits.

The signal deveiopad by coil 150 is really a combina-
tion of all the resporder signals and is tnerzfore termed
the composite responder signzl. The composite respond-
er signal may be applxcd to an amplifying meanas such
as a _coaventional receiver 152 so that the com-
posite responder signal will be amplified to a desired
power level. In some systems of the type here de-
scribad, it may be desirable to lower the frequency cf
the received composite responder signal. This may be
accomplished by utilizing a conventional beat frequency
oscillator as part of or in conjunction with receiver 152
as is well known to those skilled in the art. The output
from the beat frequency recziver would be a reduced
frequency composiie responder signal. The main advan-
tage of a low frequency is that a2udio instead of radio
frequency filters may be utilized to separate the re-
duced frequency composite, responder sigpal. It can
be seen, therefore, that the combination of pick-up coil
150 and receiver 152 provide an interrogator receiver
means which is associated with the inierrogator trans-
mitter means and which Is responsive to the selected
plurality of responder signals and operative to develop
a composite responder signal.

The received composite responder signal may then be
separated or unscrambled or decoded into individual re-
sponder signals by a plurality of narrow band-pass fre-
quency filters of which thres are shown and desicnated
respectively by reference characters 154, 156 and 158. Tt
is, of course, evident that for each responder signal
which the svstem mav utilize there mavst be an associated
band-pass filter so that a total of p filters are recuired.
The designation shown inside the rectangles desienating
the filters in Fip. 1 indicates the center frequency of
its pass band. The plural'ty of f(ilters as such may be
referred to as a responder s/gnal filier means since it sup-
presses from any one filter outnut all responder signals
except a selected one which it passes. '

Each filter such as 154 may bz of conventional design
and may comprise either a parallel-tuned or series-tunesd
inductlance-capacitance passivé network, or in certain in-
stances it roay be desirable o utilize an active filter of the
well-known tvpe comprised of a feedback amplifier con-
wining a twin-T RC network in its feadback path. Each
of the tuaned circnits is resonant at a different one of the
responder signals, and operative to pass only the re-
sponder signal at the resonant frequency of the tuned
circuit. ‘The plurality of filters therefore may be seen ‘o
comprise a responder siunal filter raeans responsive to the
composite responder signal and operative to derive a
separate coding sirnal for each one of the seiected plu-
rality of responder signzls. Of course, if a beat frequency
tecsiver is used, then the filter means would comprise
audiy fiters,

The outpnt from each of ths fi'ters is, of course, ~n
alternating current signal (coding signal) of the frequency
of the particular responder signal. Jt is someiimes de-
sirable to rectify each of these aliernating current voit-
agss to derive therefrom direct carrent voitages ref ;rred
to as coding voltages. For this purpose, a rectifying
means si:ich as the plurality of associated rectifiers dasiz-
nated respectively by the reference characters 160, 162
and 164 may be utilized. Tn this maaner the incividnal
associated rectifiers provide a detsctor means respousive
to each of said coding signals and opgrative to develop
coding voliages.

The coding voltages may be utilized in a varietv of

‘ways and represent, as the pame suggests, a binary code

indicating which ones of the p diiferent responder oscil-
lators are mrecent in a nartienlar reanonse block. It
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should now be obvious to those skilled in the art that the
number of responder signal oscillators, such as the one
designated by rteference character 134, determines how
many different respcase dlocks or responders may be
uniquely identified. - For example, if a particular inter-
fogater receiver mea ans is equipped to. uncode or sepa-
rate tbree code respondcr signals from the composite re-
sponder signal, 2 mzximum cof three responder signal
code oscillators may be utilized and only eight different
combinations of coding voltages can be developed. Con- -
sequently cnly. eigbt different responders can be uniquely
identified. - If an Siterrogator feceiver means can separaie
or filter four different code responder- signals, then a
maximum of four responder signal oscillators may be
utilized and sixteen responders may be uniquely identified.
As is well known, if the number of response blocks to be
identified is X, the maximum number p of code responder .
signal oscillators necessary to provide unique identification
is given by the expression X==2? where p is, of course,
an integer. 1f 8,000 responders are to be uniquely identi-
fied, a maximum of 13 diffcrent code responder signal
oscillators are required and the recciver channel of inter-
rogator 160 must be capable of being selectively respon-
sive to 13 codz responder signals. This number of course,
does not include the automatic gain coptrol responder
signal which requires its own associated filter. £

The coding voltages from the rectifiers associated with
the responder signal filter means, being a binary code,
may be directly applied to the binary stages such as the

ones designated by refcernce characters 166, 168, and

179 of a code register 172. Obviously, the number of
stages required for register 172 is the sime as the num-
ber of code responder signals wkich the interrogator re-
ceiver means can decode. each stage being assoclated
with a different onz of the possible code responder signal
oscillator which may be utilized. Each stage of register
172 may be set by either the occurrence or the absence

. of a coding voltage from an associated rectifier. -
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It has been tound that the reliability of the signalling
system of this invention may be improved by applying the
coding or digital voltages fron detectors such as 169, 162
and 164 to the input circuits of a plurality of associated
comparing means, sich as the conventional differential
amplifiers 174, 176 and 178, instead of directly to the
respective stages of code register 172, In this manner, .
the coding or digital veltages may first be compared with
a reference voltage of a seiected amplitude from a source
180 tc make certain that the coding voltages have orig-
inated 11om code responder signals instead of merely
being noise or stray pick-up. Unless the magnitude of a
coding voltage from & given detector is above a selected-
minimum level, indicating the presence of a responder
signal and & desired degree of electromagnetic coupling-
between interrogator 100 and responder 102, its associated
differential amplifer will not provide a coding voltage
difference signal, and the stages of register 172 will not be
set erroneously by noise or stray pick up signals. Refer-
ence voltage saurce 150 may, of course, include an adjust.
ment nieans snch as a potentiometer to provide an adjust-

resoonder 5i gwau provides a ccding voltage difference sige
nal may be aljusted. The combination of the associated
differential amrlifiers 174, 176 and 178 and reference
veltage source 134 tiierefore provides a comparing means
recponsive to cach of the coding voltages for comparing
the mugnitude of each of the coding voltages with a refer-
ence voltage apd is operatxvc to derive coding woltage
diiference signals.

Since interrogator 100 and respoader 192 are capable
of relative motion with respect to one another, the electro-
magnetic coupling between interrogator transmit coil 112
and responder pick-up coil 120 may increase from a small
value during the approach to a maximum value when the
relative distance therebetween is a mirimum, and theve-

75 after mav decrease again as the two objerts move apart in
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épiosite direction. The same is, of course, true of the
dectromagnetic coupling between responder transmit coils

" 132, 154, 136 and 138 and isterrogator pick-up coil 150.

I the electromagbetic radiaton from transmit coil 112
reimzing constant, the power level of the response-actuat-

. iig voltage. developed by. rectifier 122 will change with

the clectromagnetic coupling.  The power level of the in-
dividual responder signals radiated by pick-up coils, such
a5 132, 134, 136 and 135, depends on the power level of
the response-actuating voltage and copsequently varies
also with the degree of clectromagnetic coupling between
teansiit coil 112 and pick-up coil 120. Additiopally, the
power Jevel of the composite responder signal developed
By pick-up coil 150 will depend on the power level of the
iridividual responder signal and the electromagnetic cou-
pling between transmit coils 132 134, 136 and 138 and

pick-up coii 150.which, as explained above, chdnges as the .

relative distance between interrogator 160 and responder
I02 chanpes. .

It is therefore easily seen that during the time inter-
ogator 100 and responder 102 are in close proximity to
otie ariother, the power level of the composite responder
sipgnal developed by pick-up coil undergoes a substantial
change. This change of power level, unless cofrected or
compensated for, is directiy. refiected upon the magnitude
of the. coding_veltages, and it is impossible to provide a
reférence voltage level for the comparing means, such as
differential amplifier 174, to assure- that a voltage-from
roctifier 160 is due to a code responder signal. The power
Tevel of the individual code responder signal developed at
the output of the responder signal filter means, such as
filter 154, is depictéd by curve a, Fig. 3. Curve 4, Fig. 3,
is a plot oi the relative power level of a code responder
signal as passed by & filter of the responder signal filter
means plotted againsy distance beiween interrogator 100
and responders 102. o

By providing automatic gain control, the power applied
to amylifier 110 may be controlled so that the output of
each flter of the responder signal filter means remains
nearly constant during the time interropator 100 and
responder 102 are in close proximity. Curve b, Fig. 3,
depicts the power level of the responder signal filier means
when awtomatic gain control is provided and shows a sub-
stantially flat” portion which corresponds to a sclected
miafmum distance. One cause of power level variation,
not heretofore merntioned, must be considered and is due
to the different power réquirements of different respond-
ers. One responder miay be provided with only a single
code. oscillator whereas another résponder may include
the maximum nunber- p of code-oscillators, It is-obvi-
ous that a. response-actuating voltage of a given power
level cannot cavse radiation of p electromagnetic code
responder signals ai the same power level as a single
electromagnetic code responder signal.  Consequently,
automatic- gain control must take the different power re-
qiirements of difierent responders into account so that
corve b, Fig: 3, will be the sarie for all responders.

The advantages attendant with automatic gain control
should now become apparent. Receiver 152 can ve fully
utilized without fear of saturation which otherwise might
clip or distort tne received responder signals.  Also, the
magritude of the coding voltages from rectifiers 260, 162
and 164 will remain constant during the time which cor-
responds 1o the flat portion of surve b, Fig. 3 ana which
has been referred to as the calocted minimum distance be-
in this mua-
rier, the reference voltage from sources 180 may be set
just a little below the level which corresponds to this flat
portion, preventing a coding voltage difference signal ex-
cept during the time when the automatic gain control is
operative, and hence insuring that the register will not be
set except under conditions of adequate signal streogth.

Autormatic. gain’ control, to compensate- for the varia-
ton fu the electromagnetic coupling and the variation of
the: different p--;
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may be obtained by utilizing an automatic gain control

responder signal designated "by the irequency fap. and
supplied by automatic gain costrol responder signal ‘oseil-
iator 124. Each responder is provided with a responder.
oscillator 124 of frequency fag., Which oscillator does not
participate in ihe coding and identification of the
responder. A filter 182, which is = band pass filter about
the center frequency fope and similar in construction to
the filters providing the responder signal filter means, is
coupled 1o receiver 152, Consequently, filter 182, will
cavse the separat’on of the automatic gain control ie-

sponder signal from the composite responder signal. The -

output ‘signal from filter 142, namely the dutomatic gain
control responder signal, may bs then applied, if desired,
to a rectifier 184 which rectifics the alternating current
signal to provide a rectified response voltage. The com-
bination of filier 182 rectifier 184 and receiver 152 thereby
provides a rectified response voltage corresponding to a
predeterminsd one of the selected plurality of responder
signals. .

The output from rectifier 184, the rectified response

voltage, may be impressed spon the input circuit of a com-.
paring mcans such as conventional ditferential amplifier,

186 and compared with a reference voltage of s:lected
mapnitede from an adjustable voltage source 188. If

the reference voliage exceeds the rectified response volt-

age, no signal appears on lead 108, and variable gain de-
vice 106 inserts minimum attenuation between oscillater
104 and amplifer 110. When the rectified response volt-
age exceeds the refcrence voltage, a control signal is
obtained, referred to as the automatic gain control differ-
ence voliage, which increases the attenuation of veriable
gain device 110. Such attenuation provides amplitude
control of the interrogator signal and indirectly controls

the amplitude of each respender signal transmitted from.

responder 302 to interrogator 168. The combination
of diffcrential amplifier 186 and source 188 thereby pro-
vides a further comparing means responsive to the recti-
fied response voltage for comparing the megnitude of

the rectified response voltage with the reference voltage:

and operative to derive the automatic gain control differ-
ence voltage. -

A3 is easily ceen, the level of the reference voltage from
source 138 determines how soon, during the approach of

interrogator 100 to responder 102, the automatic gain

control besomes operative and how soon, as the inter-
rogator 100 =nd responder 192 move in opposite direc-
tions, the automatic gain contral becomes inoperative.
In other words, the level of the reference voltage deter-
mires the lenath of the time interval during which the
interrogator 190 and the responder 102 are cooperating
with one apother, The term “cooperating™ as here used
designates the time during which the binary stages of
regisier 172 may be set. Of course, curve b, Fig. 3, deter-
mines the lavel of reference voltage from source 189
which controls the minimum power level at which read-
ings might be set into the register 172.

As previovsly mentioned, the ceding voltage difference
signals from differential amplifiers 174, 176 and 178 set
register 172 by recording either the presence or the ab-

sence of a particular code resi-ondsr signal. It is there-.
fore necessary that register 172 be “clear” prior to the -

setting of the binary stages thereof. In other words, when
iaterrogator 100 and responder 182 zpproach ome an-
other, no record of a prexious recorded binary number
should be present on the s.ages of register 172. For this
purpose, an electrical learing pulse may be applied to
each of the :tages of vegister 172 via bus 1$0 just prior
to the time at which inteszogator 100 and responder 162
are cooperating with one another. This clearing prlse
may be derived from the output ol a register cleaving
means suck as a conventional monostsble multivibriior
192 which provides a pulse upon being triggered by scme
ccntrol - voltage. One suitable control voltage may be

re Adeeivad hv ntilizine tha antaneatie eain enntenl difference
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voltage as shown in Fig. 1. Cf cm.rsr‘ any ﬁzgnal com-
mensurate with the rectified response signal is suitable.
I the autematic gair control difierence voltage is utilized,

the clearing of cod:. register 172 may take place when .

the autiomatic gain comnirol becomes operative, . which
corresponds to the time at which interrogator ‘190 and
responder 102 are coming into lhe desired promr'nty for
_identification. )

It has been found that the relnb:!m of the interrogator
receiver means may be still further increased by including
a gating means, such as 2n apalog radio or audio irc-
quency gate circuit 194, bet—een recciver 152 and filters
154, 156 and 153. Gate 194 may comprise any on. of
a number of well known networks which change its state
of conduction during the receipt of a pulse of predeter-
mined po]anty and doration. The fuzction of gate 194

is to restrict conduction from receiver 152 to the individual

stages of register 172 to the time inverval when interro-
gator 100 and responder 102 are at or beyond a selected
minimum distance from one another. Gate 194 may be
controlled by a control voltage appearing on lead 196
which may be, but need not necessarily be, derived from
monostable multivibrator 192. The control voltage for
gate 194 appearing on lead 196 may be referred to as the
gate actuating signal and preferably takes the shape of
a pulse whose duration is about the same as the time
interval during which the automatic gain control is opera-
tive and coincides therewith. In this manner a gating
means is provided which is Tesponsive o a gate actuated
signal and operative to transmit the composite code re-
sponder signal during the time corresponding to the se-
lected minimum distance. Of course, it is necessary that
filter 182 be coupled directly to ths receiver, ahead of
gate 194, so that the automatic gain cont'rol is always
operative,

In the interrogator 100 descn’bed hereabove, differential
amplifier 186 has been utilized to provide automatic gain
. control and to fire muliivibrator 192. It is to be under-

stood, however, that such dual function arrangement has
been shown oaly to retain simplicity of description and
that separate amplificrs or separate trigger signal sources
may be employed. Lirewise, multivibrator 192 has been
described as being suitatle to simultaneously provide the
clearing pulse to register 172 and tbe gate actuating sig-
nal for gate 194. As will be obvious 1o those skilled in
the art, there may be certaju advantages in utilizing sep-
arate multivibrators or perhaps other kinds of triggers
to provide the desired control signals.

.‘.ddmonally, suitable delay nectworks may be incor-

porated in the various control means ot obtaini desired
. sequencing between the operation of the automatic gain
control. the gating of the composite electrical responder

& *“"‘*“.“"ﬁ”‘" --signal-and the clearing pulse. For example it may be de-

“sirable to fire multivibrator 192 ahead of full automaitic
gam control operation to clear the register prxor 1o re-
ceiving the gate controlled responder signals. In this
connection, the zate ‘actuating signal may also be some-
what delayed with respect to the clearing pulse.

The description of Fig. 1 hereinabove has been ex-
planatory of one erabodiment of the signalling system in
accordance with this invention, whereby a binary code is
set into a code register 172 when interrogator 100 and

- responder 102 are at a selected mininum distance from
each other,
railroad vebicle and responder 162 is fixed upon the tracks
of the railroad network, the usefuluess znd versatility
-of the apparatus of this invention can e extended by pro-
viding a data link to transmit the binary code of register
172 to some centrally located agency so that the agency
may bz apprised at all times of the location of the rail-
road vehicle. Any number of well koown ‘data link sys-
teris may Le employed for this purpose as is well known
to those skilled in the art, -

Referirng now to Fig. 24, there fs shown one Dlustrative
embodii ient of a responder constructed in accordance 75 .ab 1llusu=arcs Lhe binar;
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A pick-up means such as tuned cir-
cuit 200 comprises an inductor I-1 and a capacitor C-i
and provides the receciving element for ilc :"ctromag-
netic interrogator signal. The impedance values of in-
ductor L-1 and capacitor C-1 selected that tuned
circuit 280 is resonant at the frequency of the interrogator
signal. Tuned circuit 200 may be selected as a suitable
embodiment. of pick-vp coil 120, Fig. 1, cither with or
without an eddiidonal antenna element, depending up.n
the specific app]icatio*l of the invention, as is wcll known
to those skilled in the art. -~ In this manner, tuned circuit
200 or a combination of the tuned circuit and an antenna
clement will provide = pick-up means responsive to elec-
tromagnetic radiation in the form of a radio frequency
interrogafor signal, -

A rectifying means such as the combination of diode
X-1 2nd smoothing filter capacitor C-2 mayv be coupled
to tuned circuit 200 to derive the response-actuating volt-
age from the received interrogator siznal. It is, of course,
obvious {hat capacitor C-2 may be replaced by any of
many well-known smoothing filters which in conjunction
with dicde X-1 provides a smooth direct output voltage.
The combination of diode X-1 and capacitor C-2 pro-
vides the rectifier means shown as block 122 in Fig. 1.
The voliage appearing between leads 202 and 204 is the
response-actuating voltage.

Even though the responder constructed according to a
preferred embodiment of this invention utilizes a rectifier
to derive a direct current response-actuating voltage, it is

are

‘possible to provide a responder which utilizes an aliernat-

ing current response-actuating vollage to power the re-
sponder oscillator.

The remainder of the r%ponder of Fig. 2a comprises &
plurality of resp:..aer signal oscillators of which three
are shown and vespectively designated by reference
characters 210, 212 and 214. The responder signal oszil
lators are coupled in parailel across leads 202 and 204,
which provide thz sole power to the oscillators. Oscil-
later 210 comprises a tank circuit including inductor L.-2
and capacitor C-3 whose impedances are selected to pro-
vide resonance at the freqhency feger Oscillator 210
therefore is the aujomatic gain control rcsponder signal
oscillator which provides the automatic gain control re-
sponder signal. If a plurality of responders are
vtilized in a signalling system, each respoader pref-
erably includes an oscillator identical to oscillator 210
to derive identical signals for automatic gaiu cortrol
Turposes.

Oscillator 210, in addition to the tank circuit desig-
nz‘ed by the resonance frequency fup also includes a
NN cr PNF transistor X-2 whose collector electrode is
coupled fo one terminal of tank circuit fog. The other
ter: \inal of tank circuit f, ., is coupled to one terminal
of inductfor 1-3 and to lead 202. A parallel combina-
tion of resistor R-1 and caracitor C-4 is coupled be-
tween the other terminal of inductor L-3 and (he baze
electrode of transistor X~1. Finally the emitter electrode
is connected to iead 204. The circuit hereabove de-
scribed is a transistorized versicn of the Hartley-type
oscillator ard is merely explanatcry. Numerous different
oscillators may be substituted therefer, as for example,
those skown in chamber 14 of “Handbook of Semicon-
ductor Efectronics,” Hunter, 1st edition, 1956, McGraw-
Hill, New York.

Code oscillators 212 and 214 may be similar in con-
struction to oscillator 210 described herecabove, except
that each has a different resonance frequeuacy as indi-
Both oscil-
lutors 2¥2 and 214 are code responder signal oscillators
and provide code responder signals. The maximum npum-
ber of cade respoinder signal oscillators is dasignated as p
as descritved in counection with the responder signal filter
means. Tre responder-illustrated in Fig. 2a provides

- code responder signals havihg frequeacics f3 and f7.. Fig.

.ode which this respondcr would
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set into register 172, Fig. 1, if within thz selected mini-
mum distance of the inierrogator. Respander signals fy
and f; thercfore provide tinz selected plurality of ¢ods
rasponder signals for e responder of Fig. 2a.

A tuned circuit comprising inductor €3 and capacitor
1~2 may be utilized as the associated responder transmit
coil, so that no auxiliary transmit coil iz reguired. Of
course, an antenna may be coupled fo the tank circuit of
the irdividual responder oscillator to provide the actual

.radiation element, if so desired. As orly a single re-

sponder signal is radiated by each of the tank circuits,
each of said circuits may be tuned sharply to provide a
high gain and a resulting saving of powar. Additionally,
2 high gain circuit will prevent intercoupling of the vari-
ous tank circuits of the responder signal oscillator means
if the frequency separation between the responder signals

is kept small. That a small frequency separation is de--

sirable is self evident becuuse broadly tuned interrogator
pick-up coil 15¢. Fig. 1, is the receiving element for ail
responder signals. The frequency band which may be
utilized for the responder signals is therefore deternuned,
at least to some extent, by the interrogator pick-up coil.

~ The narrower the frequency band, the greater will be the

power efficiency. Also, the greater the mumber of differ-
ent responder signals that may be utiliced, the greater
the number of responders which may be uniquely identi-
fied. Consequently, if a large number of respoaders are
to be empioyed in a sysiem and the power efficiency is
to be kept high, the frequency separation between adja-
cent responder signals munt be kept at a minimum which
is enly possible by utilizing sharply wwmed tank circuits.

The choice of frequencies for the various electromag-
netic signals to be utilized with thé signalling system.of
this invention is almost limitless. Some factors which
determaine a particulir sclection of freqoencies are that
as litile intercoupling as possible between the various
signal is desired. . For instance, if the imterrogator signal
has been selected at the frequency of 120 kilocycles per

.second, it is good practice te utilize a center frequency

for 2ll the responder signals which is differeat enough
not to couple to pick-up coll 120. For example, a re-
sponder signal center frequency of 70 kiiocycles per sece
ond would provide the desired isolation. Additionally
the variovs responder frequencies shonld not be har-
monically related to one another and further have a fre-
quency separation sufficient to prevent undesirable inter-
coupiing between the various responder transmit coils.
¥ 1C code responder signais and ome automatic gain
control responder signal are desired the fcliowing is a
typical selection of responder signals: the antomatic gain
contro] responder signal may be selected as 70 kilocycles
per second and the various ¢ode responder signals as
68.9, 67.8, 66.7, 65.6, 64.5, 71.1, /2.2, 73.3, 74.4, 75.5
in kilocycles per second. To provide a composite re-
sponder signal comprising a selected pumter of the code
responder signals of identical amplitude, it has been
found convenient to adjust the components. of the indi-
vidual responder vscillator to compensate for the slightly
different power receive pattern of broadly tuned inter-
rogator picx-up ceil 150. Of course; an adjustable atten-
uztor may be pliced in series with each of the responder
oszillators if 50 desired. :

A aumber of well known circuits are available in the
prior art to provide the elements shown in block form
in the drawings. For example, the Jones application,
Serial Number 715,899, discloses exemplary circuits for
regist2r 172, multivibrator 192 and variable gain device
106 wkich may be used.

There has been described a signaliing system wherein
an interrogator in relative motion with a plurality of
responders identifies each responder by a binary code.
The identification is accompiished by imterrogating each
response block, at a time when within a selected minimnm
distance from the interrogator, by mea=ns of an electro-
magnetic interrogator signal having a single frequency.

Upon receiving the interrogator signal and in responss
thereto, the responder provides a selacted plurality of re-
sponder signals characeristic of a-particular responder.

- The interrogator picks up the selected plurality of re-
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sponse siynals and decodes the same to derive a binary
code which provides information of the selected pluratity
of rtesponder signals reczived. The selected responder
siznals uniquely identily the particular responder and by
knowing either the location of the interrogutor or the
responder, the location of the other is obtained.

What is clzimed is: .

1. A passive responder comprising: pick-up means for
receiving a radio frequency interrog:tor signal; rectifying
means responsive. to said rezzived interrogator signal and
cperative to develop a respense-acting voltage; and oscilla-
for means resnansive to said response-actuating veltage
and operative to develop and radiate a selected plurality of
responder signals of difierent frequencies simuitaneously.

2. A passive responder comprising: a parallel induct-
ance-capacitance tuned circuit for receiving a radio fre-
quency interrogator signal, said circuit being resonant

at the frequency of said interrogator signal; rectifying,

means coupled across said tuned circuit and cperative to

~deyelop a response-actuating veltage whenever said tuned

circuit receives said interrogator signal; and oscillator
means responsive to said response-actuating voliage and
operative to develop and radiate a selected plurality of
responder signals of diffcrent frequencies simultancously.

3. A passive-responder eomprising: pick-up means re-
sponsive 10 electromagnet’s radiation in the form of a
radio frequency interrogator signal; rectifying means

coupled to said pick-up means to develop a response-

actuating voltage commensurate with said interrogator
sigral; and a plurality of oscillators responsive to and
solely powered by said respoase-actuating voltage, each
of said osciliators being aperative to radiate simultane-

ously an electromagnetic responder signal having a dif-

ferent selected frequency. .-

4. A passive responder comprising: receiver means re-
sponse to electromagnetic radiation in the form of a radio
fizquency interrogator signal. and operative to develop
a ditect current voltage; and a selected plurality of radio
frequency oscillators coupled td said receiver means and
powered solely by said direct current voltage, each of said
oscillators operative to develop and radiate an electro-
maguoetic responder signal having a different selected fre-
quency.

5. A passive responder for. receiving electromagnetic

radiation in the form of an interrogator signal and for’

radiating in response thereto electromagnetic radiation in
the form of a selected plurality of responder signals, said
responder comprising: a parallel-resonant inductance-
capacitance tuned. circuit having a resonance frequency
corresponding to said interrogator sigmal; a rectifying
means coupled to said tuned circuit and operative to

derive a responsc-actuating voltage from said tuned circuit.

when said tuned circuit is excited to resonmance; and a
plurality of oscillators means, each one of said oscilla-
tors means being responsive to said response-actuating
vol.tage and operative to develop one of said selected plu-
rality’ of responder sigaals, each of said oscillator means
including a further par:zllel-resonant inductance-capaci-
tance tuned circuit having a resonance frequency corre-
:spn_ndipg to the associated responder signal and being
operative to radiate said associated responder signal.

6. A signalling system for identifying a plurality of
passive responders by means of an interrogator capable
of relative motion with respect thereto. each one of said

* plurality of responders being identified when said inter-

70

75

rogator is approximately a sclected minimum distance
thercfrom,.said signalling system comprising: a plurality
of responders, each responder being responsive to the
same electemagnetic interrogator sigaal and each re-
sponcer being operative to provide in tespense thereto

a different sclected plurality of electromagnetic responder.
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signals; and an interrogator for developing and radiating
said electromagnetic interrogator signal and operative to
receive each of said different selected pluralitics of elec-
tromagnetic responder signals, said interrogator being fur-
ther operative to develdip an output quanitity for each one
of the responder signals included within the selected plu-
rality of responder signals from a particular responder
when szid interrogator is within said selected minimum
distance from said particular responder.

7. A signalling system for identifying at least one pas-
sive responder by means of an interrogator capable
of relative motion with respect thereto, said signalling sys-
tem comprising: an interrogator ivcluding a transmitter

‘means for developing and radiating electromagnetic racia-

tion in the form of an interrogater signal, and further ia-
cluding a receiver means responsive to electromagnetic
radiation in the form of a selected plurality of responder
sipnals and operative to develop an output quantity, for
each one of said selected plurality of responder signals;
and at least one responder including a pick-up means re-
sponsive to said electromagnetic radiation from said trans-
mitter means and operative to Jdevelop a response-actuat-
ing voltage commensurate therewith, and further includ-
ing an oscillator means responsive to said response-actuat-
ing voltage and operative to develop and radiate said elec-

-tromagnetic radiation in the form of said selected plural-

ity of responder signals, said responder being powered
solcly by the electromarnnetic radiation from said trans-
mitter means. ‘ N

‘8. A signalling systern according to ciaim 7 wherein
said interrogator transmitter means comprises: an inter-
rogator signai source means for developing said interroga-
tor signai, amplifier means coupled to said interrogator
means for suitably amplifying said interrogator signal,
and an interrogator transmit coil responsive to raid am-
pifad interrogator signal and operative to radiate said
interrogator signal as electromagnetic radiation.

$. A signalling system according to claim 8 wherein
said interrogator transmit coil comprises a tuned circuit
resonant ot the frequency of said interrogator signal.

10. A signalling svstem according to claim 7 wherein
said inierrogator receiver means comprises: an interroga-
tor pick-up meass for developing a composite. responder
signal from said reccived electrowmagnetic radition, am-
plifying means Tesponsive to said composite responder
siznal and operative to provide an amplified composite
responder signal, responder signal filter means responsive
1o said ariplified composite responder signal aiid operative
to derive a scparate coding signal for cach of said se-
lected plurality of responder signals, and code register
means responsive to each one of said coding signals and
operative to derive said output quantity for ecach cne
of raid selected plurality of responder signals.

11. A signalling system according to claim 1C wherein
said code register means includes a register baving a
plurality of binary stages, each bipary stage being as-
sociated with a different resporder signal, said stage
being responsive to the rectified components of said cod-
ing signals, )

12. A signalling system according to claim 10 wherein
said interrogaior pick-up means comprises a broadly tuned
quencies of said responder signals.

13. An interrogator-responder system comprising: in-
terrogator transmitter means for transmitting zlectiomag-
netic radiation in the form of a single frequency iuterro-
gator signal; a passive responder responsive td said in-
terrogator signal and operable to provide electrormagnetic
r'adiation in the formm of a selected plurality of responder
signals differing from one another in frequernzy, said in-
terrogator transmitter means and said responder being
capabis of relative motion with respect 40 one another;
interrogator receiver means associated with said icerro-
dalor trapsmittér means and responsive to sail selected

~ circuit substantially at resonance at each one of the fre-
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composite responder sigaal; responder signal filter means -
responsive to said composite electrical responder signal
and operative to derive 2 szparate coding signal for each
one of said selected plurality of responder signals; de-
tector means responsive to each of said codiog signals and
operative 1o develop coding voltages; and register means
having a different binary stage associated with each re-
sponder signal for indicating each one of said selectzd

“plorality of responder signals received by said receiver

means, each stage being responsive to an assocjated cod-
ing voltage.

14, Aa irterrogator-responder system comprising: in-
terrogator transmiticr means including automatic gain
control means responsive to an automatic gain control
difference voltage for transmitting amplitude controlled
electromagnetic radiation in the form of a singie fre-
yuency interrogator signal; a passive responder responsive
to said interrogator sizna. and operable to provide in

. response thercto electromagnetic radiation in the form
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of a selected plurality of responder signals diflering from
one another in frequency, said interrogator ‘ransmitter
means and said responder being capable of reiative mo-
tion with respect to one another so as to vary the electro-
magnetic coupling therebetween; interrogator receiver
means associated with said interrogator transmit means
and responsive to said selected plurality of responder
signals and operative to develop a composite responder
signal and a rectified response voltage corresponding to
a predectermined one of said sslected plurality of re-
sponder signals; comparing means responsive to said
rectified response voltage for conparing the magnitude
of said rectified responsive voltage with a reference volt-
age and operative to derive said sutomatic gain control
difference voltage; responder signal filter means respons-
ive to said composite responder signal and operciive to
derive a separate coding signal for each one of said
selected - plurality of responder signals; detector means
responsive 10 each of said coding signals and operative to
develop coding voltages; and register means having a
differ=nt binary stage asiociated with each responder sig-
nal for indicating each one of said selected plurality of
responder signals received by said receiver means, each
stage being responsive fo an associated coding voltage.
15. An interrogator-responder system comprising: in-
terrogator transmitter means including automatic gain
control means responsive to an autornatic gain control
difference voltage for fransmitting amplitude controlled
electromagnetic radiation in the form of a single frequen-
cy interrogator signal; a passive responder responsive to
said interrogator signal and operable to provide in response
thereto electromagnctic radiation in the form of a selected
plurality of responder signals differing from one another
in frequency, said interrogator transmitter means and
said responder being capable of relative motion with re-
spect to one another; interrogator recciver means 2sso-
ciated with said interrogator transmitter means and re-
sponsive to said selected plurality of resnonder signals
and cperative to develop 2 composite responder signal

~and a rectified response voltage corresponding to a pre-

determined one of said szlected plurality of responder sig-
nals; first comparing means respoasive to said rectified
response voltage for comparing the magnitude of said
rectified responsive voltage with a first reference voltage
and operative to derive said automatic gain control dif-
ference voliage; rasponder signal filier means responsive
to said composite responder signal and operative to de-
rive a separate coding signal for cach responder signal
included within said composite responder signal, de-
tector means responsive to each of said coding signals
and operative to develop coding voltages; second compar-
ing means responsive to each of said coding veitages for
comparing the magnitude of each of said coding voltages
with a sccond reference voltage and operative to derive

coding voltage difference signals; and register means hav-

plurality 9£ responder signals and operative to develop a 75 ing e different t?inary stage associated with each responder
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sxgna] for md:catm:r saJd selected plurality of rcsp::dcr
signals received by said receiver means, cach siage buiag
mponsxvc to an associated ccdmg volizge difeionce

_signal.

16. An mtcrrogator rcspond system co'npris'ng.
interrogator trans smitter means including automatic gain
contrnl means responsive to an automatic gain costiol

" difference voliage for transmitling amplitude controlled

electromagnetic radiation in the form of a single fre-
quency interrogator signal; a passve responder respon-
sive to said interrogator signal and operable to provide

10

electromagnetic radiation in the form of a sclected plu- -

rality of responder sigrials differiog from one - another
in frequency, said interrogator- transinitter means and
said responder being capable of relative motion . with
respect to one another; interrogatlor receiver feans asso-
ciated with said interrogator transmitier means and
responsive to said selected plurality of responder signals
and operative to develop a composite responder signal
and a rectified response voltage corresponding to a pre-
determined one ¢f said selected plura]izy of responder
sigr.als; first comparing means responsne to said rectified
response voltage for comparing ihe magnitude of said
rectified response voltage with a first reference voltage
and operative to derive said automatic gain control dif-
ference voltage and a gate actuating signal when said
responder and said interrogator transmitter means are at
a sclected minimum distance from one another; gating
means coupled to said receiver means and responsive to
signal and operative to transmit said
composite electrical responder signal during the time cor-
responding to said selected minimum distance; responder
signal filter means responsive to said gated composite
responder signal and operative to derive separate coding
signals for each one of said responder signals included
within said composite responder signal; deteclor means
responsive to each of said coding signals and operative
to develop coding voltages; second comparing means re-
sponsive to each of said coding voltages for comparing
the magnitude of cach of said coding voltages with 2
second reference voltage and operative to derive coding
voltage difference signals; register means having a dif-
ferent binary stage associated with each responder signal
for indicating said selected plurality of responder signals
received by said recciver means, each stage being re-
sponsive to an associated coding voltage difference signal
and a reset control signal; and register clearing means
responsive to a voltage derived from said rectified response
veltzge and operative (o provide said reset control signal.

17. A signalling system for identifying at least ome

-passive responder with respect thereto, said signalling

system comprising: interrogator tragsmitter means for
generating and radiating an electromagretic interrogator
signal of a single frequency; at least one responder pick-ug
means electromagnetically coupled to said interrogator
transmitter means and responsive to said ulectromagnetic
interrogatar signal, said electromagnetic coupling increas-
ing as the dtstancc between interrogator and said re-
sponder decreases; responder rectifying means coupled
to said responder pick-up. means acd operative to de-
velop a responsg-actuating voltage corresponding to said
electromagnetic interrogator signal; responder oscillator
mean} responsive to said response-actuating voltage and
operative to generate and radiate simultaneously a se-
lected plurality of electromagnetic responder signals
differing from one znother in frequency, each responder
having a different responder oscillator means to provice a
different selected plurality of electromaguoetic responder
signals for id*utifying a respondcr uniquely; and inter-
rogator receivey means associzted with said interrogator
transmitter means and responsive 1o said electromagnetic
responder sigaals, said interrogator receiver means being
operative to develop a distinct ontput quantity for each
mpoud&r signal in said selected plurality of electro-
magnztic responder signals.
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18 A signalling symm for 1dennfymg at least one
passive responder by means of an interrogator in relative
motion ‘with respect thereto, each of said zesponder

" being identificd when said interrogator is approximately ot

a selected minimum distance therefrom, said signalling
system ,omprisin : interrogator transmitter means includ-
ing automatic gain control means respons.vc 1o a2n auto-
matic gain control difference voltage for generating
and transmitting an ampiitude controliéd electromagnetic
interrogator signal of a single frequency; at least one
responder pick-up meaus electromagnetically coupled 0
said interrogutor transmifter means and respossive to
said interrogator signal, said electromagnetic coupling in-
creasing as the distance between said interrogator and
said responder decreascs; responder rectifying means
coupled to said responder pnc}.-up means and operative
1o develop a respense-actuating voltage corresponding
to said electromagnetic interrogator signal; responder
oscillator means responsive to said response-actuating volt-
age and operative to generate and radiate simulianeously
a plurality of electromagnetic responder signals differing
from another in freqoency, said pmrality of responder
signals comprising an automatic gain control responder
s:onal and a selecied plurality of code responder signals,
each responder having a different responder oscillator

_means .o provide a different -selected plurality of code

responder mgnals which identify a responder umquely,
interrogator receiver means associated with said inter-
rogator transmitier means and responsxve to said electro-
magaetic responder, ‘signals, said mtcrrogator receiver
meaps being operative to develop an auton.atic gain con-
tiol voliage corre<pondmg to the received power level
of said automatic gain control responder signal and a
distinct output quantity for each of said code responder
signals in said selected plurahty of electrcmagneuc re-
sponder signals; and comparing means rcsponswc to said

automatic gain control voltage for comparing the magni-.

tude of said automatic fam control voltage with a refer-
ence voltage and operative to denvc said automatic gain
control difference voltage.

19. A signalling system for identifying a plurality of
passive responders by ineans of an interrogator capable
of relative motion with respect thereto, each of said re-
sponders being identified when sald interrogator is ap-
proximately at a selected minimum distance therefrom,
said signalling system comprising: interrogator transmitter
means includiog sutomatic gein control means responsive
to an automatic gain cvatrol difference voltage for gen-

erating and transmitting an amplitude controlled electro-

magnetic interrogator signal of a single frequency; a
plurality of responder pick-up means, each responder pick-
up means being capable of electromagnetically coupled to
said intesrogator transmittef means and responsive to said
interrogate; Jignal, suid electromagnetic coupling increas-
ing as th= distance bstween said interrogator and said re-
sponder decreases; a responder rectifying meens coupled
to each of said responier pick-up means, said responder

.rectifying means being operative to develop a response-

actuating voltage corresponding to said elwciramagnetic
intzrrogator signal; responder oscillator suzans responsive

to said response-actuating voltage and operative to gen-

erate and raciate simultancously a plurality of electro-
magnetic responder signals differing from another in fre-
quency, said plurality of responder signals comprising an
automatic pain contrel responder signal and a selected

- pluality of code responder signals, each responder having

70
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a diderent responder oscillator mesns to provide a differ-
ent selected plurality of cod - responder signals which
identify a responder uniguely; interragator receiver means
associated with said interrogator transmitter means and
responsive to said electromagnetic responder signals,. said
interrogator Teceiver means being operative to develop
an automatic gain confrol voltage correszonding to the
received power jevel of said automatic gain cortro! ro-
sponder signal and a distinct output quantity for each of
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said code responder signals in said sclected plurality of
electromagnetic responder signals, said receiver m:ans
-also including gating means responsive to a gate actuating
sipnal for preventing the doveloping of said output quan-

" tities unless said intcrrogator is within said -sclected min-
jmum_ distance from a responder; first comparing means
responsive (o said automatic gain control voltage {or com-
paring the magnitude of said automatic gain control volt-

- age with a first reference voltage and operative to derive
said automatic gain control difference voltage; second
.comparing means responsive to said automatic gain con-
trol voltage for comparing the magnitude of said nuto-
matic gain control voltage with a'second reference voitage

" -and operative to derive said gate actnating signal, the level
of said second reference voltage being selected to actuate
said gate during said selected minimum distance.

- 20. An interrogator-responder sysiem comprising: in-
terrogator transmitter means including ‘sutomatic gain
control means responsive to an automatic gain control
difference voltage for transmitting amplitude controlled
electromagnetic radiation in the form of a single fre-
quency interrogator signal; a passive responder respon-
sive to suid interrogator signa’ and operable to provide
in response thereto electrormagnetic radiation in the form
of a selected plurality of responder zigaals differing from
one another in frequency, said intsrrogator transmitter
means and sald respouder being capable of relative mo-
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tion with respsct to one
Theans includipg beat frequency mezans associated with
said interrogator transmiticr means und responsive to said
selected plurality of respoader signals and operative to de-
velop a reduced frequency composite resporder signal
and a rectified response voltag: corresponding to a pre-
determined one of said selected plurality of responder sig-
nals; first comparing means rzsponsive to said rectified re-
sponse voltage for comparing the magaitude of said rec-
tified responsive voltage with a first reference voltage and
operative to derive said automatic gain control differcnce
voltage; respender signal filter means responsive to said
ridouced frequency composite responder signal and opera-
_tive to derive a separatc coding signal for each responder
signal included within said composite responder signal;
detestor means responsive to each of said coding signals
and operative 1o develop coding voltages; second compar-
ing means responsive to each of said coding voltages for
comparing the magnitude of each of said coding voltages
with a second refereace voituge 2nd operative to derive
coding voltage differencs signals; and register means hav-
ing a different binary stag= sssociated with each responder
signal for indicating said sclected plurality of responder
signals 1eceived by said recziver means, each stage being
responsive to an assdciated coding voltage difference
signal, -
: No references cited, -
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